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Preface  

This manual introduces the functions and operations of the Network Video Recorder. Please read it 

carefully before using the device, and keep this manual in a safe place for future reference.  

Privacy Notice  

As a device user or data controller, you may collect personal data from others, such as facial 

images, audio, fingerprints, and license plate numbers. You are required to comply with local 

privacy protection laws and regulations by implementing measures to  protect the legitimate rights 

and interests of others, including but not limited to the following: providing clear and visible 

identification to inform people of the presence of monitoring areas and offering the necessary 

contact information.  

Safety Instruction  

The following signal words might appear in the manual.  

Signal Words  Meaning  

 
Indicates a high potential hazard which, if not avoided, will 

result in death or serious injury.  

 
Indicates a moderate or low potential hazard that, if not 

avoided, could result in minor or moderate injury.  

 

Indicates potential risks that, if not mitigated, may lead to 

property loss, data loss, performance degradation, or 

unpredictable outcomes.  

 Providing ways to help you solve problems or save time.  

 Provide additional information as a text supplement.  

About the Manual  

ǒ This manual is for reference only. There may be slight differences between the manual and the 

product.  

ǒ We are not responsible for any losses resulting from the operation of the product in a manner 

that does not comply with the manual.  

ǒ The manual will be updated in accordance with the latest laws and regulations of the relevant 

jurisdictions. For detailed information, please refer to the printed user manual, use our CD, scan 

the QR code, or visit our official website. This manual is for reference only. There may be slight 

differences between the electronic version and the printed version.  

ǒ All designs and software are subject to change without prior written notice. Product updates 

may result in some discrepancies between the actual product and the manual. Please contact 

customer service for the latest Process and supplementary documentation.  

ǒ There may be errors in printing, or deviations in the descriptions of functions, operations, and 

technical data. In case of any questions or disputes, we reserve the right to make the final 

interpretation.  

ǒ  If you are unable to open the manual (PDF format), please upgrade your reader software or try 

other mainstream reader software.  

ǒ All trademarks, registered trademarks, and company names in the manual are the property of 

their respective owners.  

ǒ If you encounter any issues while using the equipment, please visit our website to contact the 

supplier or customer service.  

ǒ In case of any uncertainties or disputes, we reserve the right of final interpretation.  

Important Safety Instruction and Warning   

Transportation Requirements  

Transport the device under permitted humidity and temperature conditions  

Storage Requirements  

Store the device under permitted humidity and temperature conditions.  

Operation Requirements  

ǒ Please do not place the device in direct sunlight or near a heat source.  

ǒ Please keep the device away from moisture, dust, and smoke  

ǒ Install the device on a stable surface to prevent it from falling.  

ǒ Please do not spill or splash liquids onto the device, and ensure that there are no containers 

with liquids on the equipment to prevent liquids from entering the interior of the device.  

ǒ Place the device in a well -ventilated area and do not obstruct its ventilation openings.  

ǒ Operate the device within the rated input and output power range.  

ǒ Please do not disassemble the device.  

ǒ Use the device under allowed humidity and temperature conditions.  

ǒ Replace unwanted batteries with new batteries of the same type and model.  

Installation Requirements  

ǒ Do not connect the power adapter to the device while the adapter is powered on.  

ǒ Strictly follow to local electrical safety regulations and standards. Ensure that the environmental 

voltage is stable and meets the power supply requirements of the device.  

ǒ Do not expose the battery to extremely low pressure or extremely high or low temperatures. 

Additionally, it is strictly prohibited to throw the battery into fire or an oven, and cutting or 
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applying mechanical pressure to the battery is also forbidden. This is to avoid the risk of fire and 

explosion.  

ǒ Please use a standard power adapter or cabinet power supply. We do not accept any liability for 

injuries or damages caused by the use of non -standard power adapters.  

ǒ Please do not place the device in direct sunlight or near heat sources.  

ǒ Please keep the device away from moisture, dust, and ash  

ǒ Place the device in a well -ventilated area and do not block its ventilation openings  

ǒ Install the device on a stable surface to prevent it from falling.  

ǒ The power supply must comply with the ES1 requirements of the IEC 62368 -1 standard and 

must not exceed PS2. Please note that the power supply requirements are subject to the device 

label.  

ǒ This device is a Class I electrical appliance. Ensure that the device's power supply is connected 

to a power outlet with protective grounding.  

ǒ Use power cables that comply with local requirements and have rated specifications.  

ǒ Before connecting the power supply, please ensure that the input voltage matches the power 

requirements of the device.  

ǒ When installing the equipment, please ensure that the power plug and electrical connectors are 

easily accessible for power disconnection.  

ǒ Install the equipment near the power outlet for easy access in case of an emergency power 

shutdown.  

ǒ It is prohibited for non -professionals and unauthorized personnel to open the device casing.  

Maintenance Requirements  

The appliance coupler is a disconnection device. Please maintain it at a convenient angle during 

use. 
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Introduction  

Overview  

This device is a high -performance network video recorder. It supports local real -time viewing, 

multi -channel display, local storage of recorded files, as well as remote management and control 

functions.  

The device works in conjunction with network cameras, network video servers, and other device to 

form a powerful monitoring network through central management software. In the network 

system, data is transmitted via network cables between the monitoring ce nter and the monitored 

area. There is no need to connect audio or video cables from the monitoring center to the 

monitored area, allowing you to enjoy the advantages of simple connectivity and low maintenance 

costs. 

The device can be widely used in areas such as public security, water conservancy, transportation, 

and education.  

Features  

 
The actual functionality may vary depending on the software and hardware versions and models 

you are using.  

Real-time Surveillance  

ǒ Connect to the monitor via VGA or HDMI port for real -time monitoring.  

ǒ Supports both HDMI and VGA output simultaneously.  

ǒ Shortcut menu for preview.  

ǒ Supports multiple popular PTZ decoder control protocols. Supports preset, tour and pattern.  

Playback 

ǒ Supports independent real -time recording for each channel. At the same time, it supports 

features such as intelligent search, fast forward playback, network monitoring, recording search, 

and downloading.  

ǒ Supports slow playback, fast playback, reverse playback, and frame -by-frame playback.  

ǒ Support for time title overlay, allowing you to view the exact event time.  

ǒ Support for the expansion of designated areas.  

Smart Playback  

 

This feature is only available on certain models.  

ǒ VCA playback. It can filter and replay records that meet the established criteria.  

ǒ Face detection playback. It can filter and replay records that contain faces.  

ǒ Facial recognition playback. It can filter records of specific license plate numbers or records of 

all license plate numbers.  

ǒ LPR playback. It can screen out the records with a specific vehicle plate number or all the 

records with car plate numbers.  

ǒ Smart search. It includes smart features such as attribute -based search and image -based 

search, enabling users to quickly retrieve target records.  

Alarm  

ǒ Simultaneously respond to external alarms. Based on your predefined relay settings, the system 

is capable of correctly processing alarm inputs and sending screen or voice prompts to the user.  

ǒ Support the configuration of the central alarm server so that the system can automatically 

notify users of alarm information. Alarm inputs can come from various connected peripheral 

devices. 

ǒ Send alert information to you via email.  

AI 

 

AI functions are only available on certain models and vary by model.  

ǒ Face detection. The system can detect faces in video images.  

ǒ Face recognition. The system can compare detected faces in real -time with images in the facial 

database.  

ǒ People counting. The system is capable of effectively counting the number of people and their 

flow direction.  

ǒ Heat map.  The system can monitor active objects within a specific area.  

ǒ License plate recognition (LPR). The system can effectively monitor the passing vehicles.  

Online Update  

For network video recorders (NVR) connected to the internet, it supports online application 

upgrades.  

Storage 

ǒ  By making the appropriate settings (such as alarm settings and schedule settings), you can 

back up the relevant audio/video data in the network video recorder.  
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ǒ You can record online, and the recording files will be saved on the computer of the client.  

Network Surveillance  

ǒ Audio/video data compressed by IPC or NVS is transmitted to the client via the network, where 

the data is then decompressed and displayed.  

ǒ Supports up to 128 simultaneous connections.  

ǒ Transmit audio/video data through protocols such as HTTP, TCP, UDP, multicast, and RTP/RTCP.  

ǒ Transmit some alarm data or alarm information via SNMP.  

ǒ Supports web access in WAN/LAN.  

Window Split  

Using video compression and digital processing technology, multiple windows are displayed on a 

single monitor. It supports real -time viewing with 1, 4, 8, 9, 16, 25, 36, and 64 window splits, as well 

as 1, 4, and 9 window splits during playback.  

Record 

Supports regular recordings, motion recordings, alarm recordings, and intelligent recordings. 

Recorded files can be saved on a hard drive, USB device, client computer, or network storage 

server, allowing you to search or replay saved files locally or via n etwork/USB devices.  

Backup 

Supports network backup and USB recording backup. You can back up the recorded files to 

network storage servers, external USB 2.0 devices, and DVDs, among other devices.  

Network Management  

ǒ Supervise NVR configuration and control power via Ethernet.  

ǒ Supports web management.  

Peripheral Device Management  

ǒ Support for peripheral control, allowing you to freely set control protocols and connection 

ports.  

ǒ Supports transparent data transmission via RS -232 and RS-485. 
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Structure  

The following table introduces the panel descriptions of all NVR products.  

 
The panel layout, port types, and the number of ports may vary among different models; please 

refer to the actual product for confirmation.  

Rear panel description  

Pattern  Name  Description  

 Power input port  Inputs power.  

 Power switch  Turns on or off the Device.  

 PoE ports 

Built -in switch. Support PoE function.  

You can use this port to provide power to the 

network camera.  

 Network port  Connects to the network cable.  

 

Audio input port  

Two-way talk input port which receives the audio 

signals from the devices such as microphone 

and pickup.  

Audio output 

port  

Outputs the audio signals to the devices such as 

the sound box.  

 Alarm input ports  

Receive signals from the external alarm source.  

 

When your alarm input device is using external 

power, make sure the device and the NVR have 

the same ground.  

 

Pattern  Name  Description  

Alarm output 

ports  

Output alarm signals to the alarm device.  

ǒ NO: Normally open alarm output port.  

ǒ C: Common alarm output port.  

 

eSATA Port  

The external SATA port allows for the connection 

of devices with SATA ports. When connecting an 

external hard drive, the hard disk drive (HDD) 

requires appropriate jump wire handling.  

USB port  
Connects to the external devices such as 

keyboard, mouse, and USB storage device.  

 VGA port 
Outputs analog video data to the connected 

display with VGA port.  

 HDMI port  

High Definition Media Interface. Transmits 

uncompressed high definition video and 

multiple -channel data to the HDMI port of the 

display device.  

 RS-232 port  

Use the port for general COM debugging to 

configure IP address or transfer transparent 

COM data. 
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Basic Operations  

 

The interfaces are only for reference and may differ from the actual interface.  

 

Starting the Device  

Precondition 

ǒ Ensure that the input voltage meets the power supply requirements of the device.  

ǒ To ensure the stable operation of the device and extend the lifespan of the hard disk drive, 

please adhere to the relevant standards and use a power supply that provides stable voltage 

with minimal interference. It is recommended to use an uninterruptible power supply (UPS).  

ǒ Please ensure that the device is connected to the power adapter before connecting it to the 

power source.  

Process 

1. Connect the device to the monitor, then connect a mouse.  

2. Connect the power cable, and then turn on the power switch.  

Initialization  

Background Information  

When using for the first time, you need to configure a password and related protective measures 

for the default administrator account.  

 

For the safety of the device, we strongly recommend that you properly safeguard the administrator 

password and change it regularly.  

 

Process 

1. Turn on the Device, select the language, and then click Next . 

2. Read the Software License Agreement  and Privacy Policy , select I have read and agree 

to the terms and conditions of the Software License Agreement and Privacy Policy. , 

and then click Next . 

3. Configure the password for admin, and then click Next . 

Password parameters  

Parameter  Description  

Username  The default username is admin.  

Password 
Enter the password, then confirm the password.  

Confirm Password  

Default Password  
Click Modification of camera login password  to configure 

the default password for adding cameras.  Modification of camera 

login password  

4. Set unlock pattern.  

 

ǒ The pattern you wish to set must pass through at least four points.  

ǒ  If you do not wish to set up an unlock pattern, click Next . 

ǒ Once you have configured the unlock pattern, the system will require the use of the 

unlock pattern as the default login method. If you have not configured an unlock 

pattern, you will need to enter a password to log in.  

 

5. Configure the password protection information.  

ǒ Reserved email address.  

In the Reserved Email Address  box, enter your email address. If you forget your 

password, you can use this email address to obtain the security code required to reset 

your password.  

ǒ Security questions.  

Select a security question and enter the corresponding answer. If you have forgotten 

your password, please enter the correct answer to the question, and then you can 

reset your password.  

6. Click Completed . 

The Setup Wizard  window appears.  

Setup Wizard  

Complete the basic settings according to the setup wizard.  

Process 

1. Configure data and time, and then click Next . 

You can select the time zone and data format, set the system time and daylight saving 

time.  
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When you click the checkbox next to Show Wizard Next Time , the wizard page will 

appear again when the device restarts.  

2. Configure network settings, then click Next . 

Network parameters  

Parameter  Description  

DHCP 

Enable the system to allocate a dynamic IP address to the device. 

There is no need to set IP address manually.  

ǒ The first DHCP is for the DNS server.  

ǒ The second DHCP is for the Device.  

 

Select the checkbox next to DHCP for IPv4, and then you can choose 

to enable or disable DHCP for DNS server.  

 

Preferred DNS 

Server 
Set preferred and backup DNS server address.  

Backup DNS 

Server 

IPv4 Address Enter the IPv4 address and configure the corresponding subnet mask 

and default gateway.  

 

The IPv4 address and the IPv4 default gateway must be on the same 

network segment.  

 

IPv4 Subnet 

Mask 

IPv4 Default 

Gateway 

3. Enable the P2P function, then click Next . 

You can use the mobile client to scan the QR code under Device SN  to add the device for 

remote management.  

 

After you enable the P2P function and connect to the Internet, the system will collect the 

information such as email address and MAC address for remote access.  

4. On the disk list, view the HDD information and configure the HDD type, configure the 

storage strategy, and then click Next . 

ǒ Set HDD type. 

In the Attributes  column, select Read-Write , Read-only  or Redundancy  to set the 

HDD type.  

ǒ Format HDD.  

Select an HDD, click Format , and then follow the on -screen prompt to format the HDD.  

 

Formatting will erase all data on the HDD. Proceed with caution.  

 

ǒ Configure Disk Full  and Auto -delete Expired Files . 

Disk management parameters  

Parameter  Description  

Disk Full 

The storage policy that will be used when no more storage 

space is available.  

ǒ Stop: Stop Recording.  

ǒ Overwrite: The latest document overrides the oldest 

document  

Auto -delete Expired Files  

Configuration whether to allow the device to automatically 

delete expired content.  

ǒ Select Never  if you do not wish to use the function.  

ǒ Select Custom , then configure the duration for which 

you wish to retain the old files.  

5. Connect to the remote devices.  

 

You can add remote devices by searching or by manually adding them. This section takes 

searching as an example for adding.  

1)  Click Search Device . 

2)  Select one or more remote devices from the search results, and then click Add in 

batches . 

You can view the added devices on the page.  

 

6. Click Completed . 

Login  

Log in to the device for more operations.  

Process 

1. Click the Live view  page. 

ǒ If you have configured a n unlock pattern, the unlock pattern login window will be 

displayed. Click Forgot the gesture  to switch to password login.  

ǒ If you have not configured an unlock pattern, the password login window will be 

displayed.  

2. Log in to the Device.  
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ǒ Draw the unlock pattern.  

 

ǒ Enter the password, then Click OK. 

 

If you forget your password, click  to reset it.  
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Main Menu  

After logging in, you can directly see the Live view  page. You can select the tiles in the middle at 

the top of the page to enter the corresponding configuration page as needed.  

Main menu  

 

Main menu description  

No.  Name  Description  

1 
Function 

tiles  

Click the selected tile to open the corresponding 

configuration page.  

2 Scan 
Scan the QR code to download mobile APP or add the 

Device for remote management.  

3 Login Logout the current account or switch user.  

4 Power Restart or shut down the device.  
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Live View  

On the live view page, you can view the video images of different channels.  

Select a window, double -click a channel in the channel list, and then the channel will be displayed 

in the selected window.  

 
The number of channels might vary depending on the model you are using.  

Live View Control Bar  

Point to the bottom center position of the channel window, and the live view control bar will 

appear. Through the control bar, you can perform operations such as instant playback, digital 

zoom, manual snapshot, intercom, tracking, stream switching, PTZ con trol, and X Search. 

Live view control bar  

 

Live view control bar description  

Icon  Function  Description  

 Instant Playback  

You can replay the recorded video from five 

minutes to sixty minutes.  

 

Go to System  > General  > Basic Configuration  to 

configure the duration of instant playback.  

 

 Digital Zoom  

ǒ Click the icon, and then select an area. Once you 

release the mouse button, the area will be 

enlarged.  

ǒ Point to the area you want to zoom in or out, 

then scroll the mouse to zoom in or out.  

 

Right-click on the channel window to restore it to 

its original state.  

 

 Manual Snapshot  

Take snapshots of the current video channel. The 

snapshots are automatically saved to the connected 

USB storage device. 

Icon  Function  Description  

 Two-Way Talk 

Enable voice interaction between the device and 

remote devices.  

 

This feature is only available when the remote 

device supports two -way talk.  

 

 IP Speaker Talk 

Enable the IP speaker talk function.  

 

You need bind the IP speaker and the channel to 

enable this function.  

 

 E Tracking 

Click the icon to enable the E Tracking function, and 

then you can view local E Tracking live videos.  

 

This function is available only when the remote 

device supports E Tracking. 

 

 Stream Switching  

Switch between the main stream and sub stream.  

ǒ M: Main stream. Suitable for local recording and 

storage to achieve high -definition monitoring.  

ǒ S: Sub stream. When network bandwidth is 

limited, it is suitable for network transmission.  

/ Fisheye Lens 

Click the icon to enter the fisheye mode.  

 

You cannot use the fisheye and X Search 

simultaneously.  

 

 PTZ Control Open the PTZ settings window.  

 X Search 
Achieve accurate and quick search on the 

connected NVR. 

Navigation Bar  

In the lower right corner of the live view page, you can access the functionality to perform actions 

through the feature icons on the navigation bar.  
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Navigation bar  

 

Navigation bar description  

Icon  Description  

 Go to the next screen.  

 Go to the previous screen.  

 Select view split mode.  

 Enable or disable auto switch.  

 Click the icon to enter full -screen mode.  

 
Click the icon to switch back and forth between the auxiliary screen 

and the main screen.  

 
Save user's custom layout in the preview interface and display the 

saved combinations on the left side of the preview screen.  

Shortcut Menu  

Right-click on the live page, and a shortcut menu will appear. You can select full screen mode or 

split mode, configure record mode, auto focus and AI display, switch arming and disarming 

function.  

Shortcut menu  

 

PTZ 

PTZ is a mechanical platform that carries the camera and protective cover, allowing for remote 

overall control. PTZ can move horizontally and vertically, providing the camera with a 

comprehensive field of view.  

PTZ Control Panel  

You can click  on the live view control bar, and the PTZ control panel will appear.  

PTZ control panel  

 

PTZ control panel description  

Parameter  Description  

Step The larger the value, the faster the movement speed of the PTZ.  

Zoom  
ǒ : Zoom out.  

ǒ : Zoom in.  

Focus 
ǒ : Focus far. 

ǒ : Focus near. 

Iris 
ǒ : Image darker.  

ǒ : Image brighter.  

 

Fast positioning button.  

ǒ Positioning: Click the icon, and the click any point on the live page. 

The PTZ will turn to this point and locate this point in the center.  

ǒ Zooming: Click the icon, and then drag to draw a square on the 

view. The square supports zooming.  

 Dragging upward is to zoom out, and dragging downward is to 

zoom in.  

 The smaller the square, the larger the zoom effect.  

 

This feature is only available on certain models.  

 

 Enable direction control through mouse operation.  

 Enable the preset point.  
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Parameter  Description  

 Enable the patrol group.  

 Click the icon to set parameters of Preset Point  and Patrol Group . 

PTZ Function Settings  

Preset Point  

Process 

1. On the PTZ control panel, click , then select Preset Point . 

Preset 

 

2. Click the direction arrows to rotate the camera to a desired position.  

3. Enter a number to indicate the preset point.  

4. Click Set. 

Configuring Patrol Group  

Process 

1. On the PTZ control panel, click , then select Patrol Group . 

2. Click the direction arrows to rotate the camera to a desired position.  

3. Enter a patrol number.  

4. Enter a number for the preset point, then click Set. 

A preset point has been established for this patrol. You can continue to set more preset 

points.  

 

Click Delete Preset  to delete the preset. Some protocols do not support deletion.  

PTZ Functions Usage  

After configuring the PTZ settings, you can use the PTZ functions through the PTZ control panel.  

Using Presets  

Process 

1. Enter the preset number in the Execute  box of the PTZ control panel . 

2. Click  to call the preset.  

3. Click  again to end the call.  

Using Patrol Groups  

Process 

1. Enter the patrol number in the Execute  box of the PTZ control panel . 

2. Click  to call the patrol group.  

3. Click  again to end the call.  



Network Video Recorder  User Manual 
 

11 

Playback  

Instant Playback  

You can quickly view previously recorded videos ranging from 5 to 60 minutes through the real -

time view control bar. For more details on instant playback, please refer to "5.1 Live View Control 

Bar" . 

Playback Page  

Click Playback . The Playback  page will be displayed.  

 
The image below is for reference only.  

Playback 

 

Playback page description  

No.  Function  Description  

1 Display window  

Display the recorded video. Supports playback in 

single-channel or multi -channel.  

 

ǒ The display window defaults to single -channel 

mode.  

ǒ Click  to split the display window as needed.  

ǒ In single -channel playback mode, click and hold 

the area you wish to enlarge, then release to zoom 

in on the selected area. To exit the zoomed -in 

state, right -click on the image.  

 

2 Calendar  

Select the search time.  

 

The selected date is highlighted.  

 Appears below the date of the recorded video.  

3 

Fisheye Click the icon to enter the fisheye mode.  

Tag list 
View and manage the tagged videos found after 

search. 

4 Channel list  

Select one or more channels to play back on the 

channel list.  

ǒ The window segmentation is determined by the 

number of selected channels. If one channel is 

selected, playback will be displayed in a single -

channel view; if two to four channels are selected, 

playback will be displayed in a four -channel view.  

ǒ Click  or  switch the streams.  is 

main stream.  is sub stream.  

5 
Playback controls 

bar  

Playback control buttons. Please refer to "6.3 Playback 

Controls"  for detailed information.  
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No.  Function  Description  

6 Time Bar 

Displays the type and time period of the current 

recorded video.  

ǒ Click the colored area to start playback from a 

certain time.  

ǒ Click and hold the time bar. When the mouse 

pointer changes to a hand icon, you can drag to 

view the playback of the target time.  

ǒ Rolling on the time bar will zoom in on the time 

bar.  

ǒ You can drag the vertical line on the timeline to 

quickly view the playback content in I -frame 

format  

ǒ When playing a video in single -channel mode, you 

can hover the mouse over the timeline to display a 

thumbnail of the current video.  

ǒ In the 4 -channel layout, 4 time bars are displayed; 

in the other view layouts, only 1 time bar is 

displayed.  

7 

Record type  

Select the recording type to search for.  

ǒ Display all recordings normally.  

Green indicates general records on the time bar.  

ǒ Event displays motion recordings, alarm 

recordings, and smart recordings.  

Yellow indicates event records on the time bar.  

 

Time bar unit  
Select 24hr , 2hr , 1hr , or 30min  as the unit of time 

bar.  

Clip 
Click  to clip the recorded content, and then save 

the specified segment.  

Playback Controls  

You can search for and play back videos, images or video clips. The operation is similar. This 

section takes video playback as an example.  

Process 

1. Select Playback , then click  to play the recording from an external device.  

2. Select the Normal  or Event  as the search type.  

3. Select the date and channel.  

4. Click  or any position on the time bar.  

The system begins playback. You can use the playback controls to manage the playback 

process. 

Playback controls  

 

Playback controls description  

Icon  Function  

 
Click it to play the recording from external devices.  

Click  to exit the current playback mode.  

 

Click it to split the day's recordings as needed, then display them on 

the display window.  

Click  to exit the current playback mode.  

 
Select a target type for smart playback. You can select Human , 

Vehicle  or Animal . 

 

Displays previous frame/next frame.  

ǒ Click  or  to play back the video frame by frame when the 

playback is paused, .  

ǒ Click  to resume normal playback mode in frame by frame 

playback mode,.  

 

Rewind. 

ǒ Click it to rewind the video in normal play mode.  

ǒ Click  to resume normal playback mode in rewinding mode, .  

 Click it play the video. Click again to stop the playing.  

 Stop the current playback process.  

 

Slow playback.  

ǒ Click it to set the speed of slow playback in normal playback mode.  

ǒ Click it to slow down the speed of fast playback in fast playback 

mode.  

 

Fast playback. 

ǒ Click it to set the speed of fast playback in normal playback mode.  

ǒ Click it icon to speed up slow playback in fast playback mode..  

 Adjust the volume.  

 X Search 
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Icon  Function  

 Click it to display or hide AI rules.  

 Click it to tag the video.  

 Click it to display 1, 4, 9 or 16 videos on the display window.  

Clip  

During playback, you can clip parts of the video and save them to a USB storage device.  

Process 

1. Select Playback . 

2. Set the search criteria and play back video. For more details, refer to "Playback Controls" . 

3. Click the time bar to select the start time, then click . 

4. Click the time bar to select the end time, then click . 

5. Click  to save the file.  

Tag Playback  

During video playback, you can add tags to mark important timestamps in the video. After playback 

ends, you can search for the corresponding video using the time or tag keywords, and then play it.  

Adding Tag 

During system playback, click , then configure the tag name.  

Playing back Tag 

During single -channel playback, click , then double -click a file in the tab list to play it.  

Managing Tags 

Click  in label list.  

ǒ Search for the tagged video: Select channel number, start time and end time, then click Search . 

ǒ Change the tag name: Double -click a tagged video, then enter the new name.  

ǒ Delete tags: Select one or more tagged videos, then click Delete . 
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Search  

You can search videos, pictures, and smart events.  

Searching for Video  

Process 

1. Go to Search  > Video . 

2. Set related parameters, then click Search . 

You can click Clear  to remove the completed information.  

The search results are displayed at the bottom of the page, and you can back them up.  

Search for video  

 

Video search parameters  

Parameter  Description  

Start Time  
Set the start time and end time for video search.  

End Time 

Parameter  Description  

USB 

Select a USB from the drop -down list.  

 

Click Format  to format the USB.  

 

Storage Path  Click Browse  to select the storage path.  

Recording Channel  
Select the recording channel, then select Main Stream  

or Sub Stream  as needed.  

Event Type 

Select the event type as needed.  

Supports selecting All , External Alarms , Motion 

Detection , Continuous Recording , or VCA. 

Record Type 
Select the record type as needed.  

Supports for selecting All  or Lock . 

File Format  
Select the file format as needed.  

Supports for selecting LAV or MP4. 

Related Operations 

ǒ Click Lock  to lock the selected recordings.  

ǒ Click Unlock  to unlock the selected recordings.  

Searching for Picture  

Process 

1. Go to Search  > Picture . 

2. Set related parameters, then click Search . 

You can click Clear  to remove the completed information.  

The search results are displayed at the bottom of the page, and you can back them up.  
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Search for picture  

 

Picture  search parameters  

Parameter  Description  

Start Time  
Set the start time and end time for the picture  search. 

End Time 

USB 

Select a USB from the drop -down list.  

 

Click Format  to format the USB.  

 

Storage Path  Click Browse  to select the storage path.  

Recording Channel  Select the recording channel . 

Record Type 
Select the record type as needed.  

Only  JPG format is supported.  

 

Smart Search  

Face Search  

You can search for and play back detected faces.  

Process 

1. Go to Search  > Smart Search  > Face Search . 

Face search 

 

2. Select a channel, set the search period, then select the attributes.  

You can select one or more channels, or select All . 

3. Click Search  and the results will be displayed.  

Related Operations 

ǒ Play. 

Select an image and click  to start play back.  

 

Double -click the playback image to toggle between full -screen p layback and thumbnail 

playback.  

ǒ Sort. 

Click  to sort the images by time.  

ǒ Export.  

Click  to export the search results in an Excel format.  

ǒ Back up. 

Select one or more images, click , and then select the storage path.  

ǒ Add tag.  

Select one or more images, and then click . 
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ǒ Lock. 

Select one or more images, and the click  to lock the images.  

VCA Search 

Search for the VCA detection results.  

Process 

1. Go to Search  > Smart Search  > VCA Search . 

VCA search 

 

2. Select a channel, and then set the start time and end time. You can select one or more 

channels, or select All . 

3. Select an event type.  

4. Click Search  and the results will be displayed.  

Related Operations 

ǒ Play. 

Select an image and then click  to play back.  

ǒ Sort. 

Click  to sort the images by time.  

ǒ Export.  

Click  to export the search results in an Excel format.  

ǒ Back up. 

Select one or more images, click , then select the storage path.  

ǒ Add tag.  

Select one or more images, and then click . 

ǒ Lock. 

Select one or more images, and the click  to lock the images.  

Human Detection  

Process 

1. Go to Search  > Smart Search  > Human Detection . 

Human detection  

 

2. Select a channel, and then set the start time and end time. You can select one or more 

channels, or select All . 

3. Set related parameters as needed.  

4. Click Search . 

 

For privacy protection, facial features have been deliberately blurred.  

Search results  
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Related Operations 

ǒ Play. 

Select an image and click  to play back.  

ǒ Sort. 

Click  to sort the images by time.  

ǒ Export.  

Click  to export the search results in an Excel format.  

ǒ Back up. 

Select one or more images, click , then select the storage path.  

ǒ Add tag.  

Select one or more images, then click . 

ǒ Lock. 

Select one or more images, then click . 

Vehicle Detection  

Search for the vehicle detection results.  

Process 

1. Go to Search  > Smart Search  > Vehicle Detection . 

Vehicle Detection  

 

2. Select a channel, and then select the target type from Allow List , Block List , Standard , or 

All . 

You can select one or more channels, or select All . 

3. Configure related parameter.  

4. Click Search  and the results will be displayed.  

Related Operations 

ǒ Play. 

Select an image and click  to play back.  

ǒ Sort. 

Click  to sort the images by time.  

ǒ Export.  

Click  to export the search results in an Excel format.  

ǒ Back up. 

Select one or more images, click , and then select the storage path.  

ǒ Add tag.  

Select one or more images, then click . 

ǒ Lock. 

Select one or more images, then click  to lock the images.  

MD2.0  Search  

Search for the motion detection results.  

Process 

1. Go to Search  > Smart Search  > MD2.0  Search . 

MD2.0 search 

 

2. Select a channel, and then select the target type from All , Human  and Vehicle . 

You can select one or more channels, or select All . 

3. Set the time period.  

4. Click Search  and the results will be displayed.  

Related Operations 

ǒ Play. 

Select an event and click  to play back.  

ǒ Back up. 

Select one or more events, click Backup , then select the storage path to back up the search 

result.  
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Object Monitoring  

An alarm will be triggered when someone takes luggage, bags, or boxes out of the monitored area 

or places them into the monitored area.  

Process 

1. Go to Search  > Smart Search  > Object Monitoring . 

Object Monitoring  

 

2. Select a channel, and then set the time period.  

You can select one or more channels, or select All . 

3. Select the event type.  

ǒ Object Placement : Place the item within the monitoring area.  

ǒ Object Fetch : Remove items from the monitoring area.  

4. Click Search  and the results will be displayed.  

Related Operations 

ǒ Play. 

Select an image and click  to play back.  

ǒ Sort. 

Click  to sort the images by time.  

ǒ Export.  

Click  to export the search results in an Excel format.  

ǒ Back up. 

Select one or more images, click , then select the storage path.  

ǒ Add tag.  

Select one or more images, then click . 

ǒ Lock. 

Select one or more images, then click . 

X Search  

You can perform X Search on both live view and playback pages. X Search includes quick search of 

video metadata and SMD. You can search for people, motor vehicles and animals.  

X Search  Operation  

Process 

1. Click  in Live View  or Playback  Page, then the video image will be frozen.  

2. Select automatic search or manual search.  

X Search 

 

ǒ The target will be automatically detected and displayed with a target box on the image. 

When the mouse pointer is moved over the target, the target box will be highlighted, 

and a search button will be displayed. Click the search button or double -click to search 

for the target. Set the search criteria, such as channel and time period, and then click 

search; the query results will be displayed on the right side of the page.  

ǒ Move the mouse pointer outside the target box, then click to manually select the area. 

Irregular areas are supported. Once the area is drawn, you can choose the search 

method.  

 Search by Area: Searches based on the drawn area and displays search results for 

all targets within that area.  

 Search by Target: Searches based on the targets selected within the drawn area and 

displays all search results for those targets.  

3. In the search result page:  

ǒ Drag the Similarity  slider to adjust the similarity.  
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ǒ Hover over a search result and click  to bookmark that result.  

ǒ Hover over a search result and click  to hide that result.  

ǒ Select a search result and click  to choose the file path and related event 

recordings on the file backup page.  

ǒ Click  to sort the search results.  

ǒ Click Target Trajectory  to display search results on the map trajectory. Click the Play 

Tracks  button, and the playback area will play the recorded videos in the order they 

appear in the list.  

Search result  

 

Attribute Search  

Process 

1. Go to Search  > Smart Search  > X Search  > Attribute Search . 

2. Configure the channel, period, target type and other search criteria to perform the search.  

 

You can select Human or Vehicle for the target type.  

Attribute Search (human)  

 

 

Attribute Search (vehicle)  

 

3. Click Search , then you can view the search results.  
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Image Search  

Process 

1. Go to Search  > Smart Search  > X Search  > X Search . 

2. Click Select from Local  to import images from external devices. The device will 

automatically extract and display human bodies and motor vehicles in the images.  

3. Select the target you wish to search for, configure the search criteria and search for the 

target.  

Image Search 

 

 

Smart Report  

People Counting  

Search for the people counting report within a specified channel and time period, and also support 

exporting the people counting report.  

Background Information  

ǒ Data follows the principle of comprehensive coverage; we recommend that you back up as 

needed in a timely manner.  

ǒ When the device is restored to factory settings, all data will be cleared except for the data on 

external storage media. Data on external storage media can be deleted through methods such 

as formatting. Please take note.  

Process 

1. Go to Search  > Smart Report  > People Counting . 

2. Select the channel, counting rule, counting type, stay time, region and report type, and 

then set the time range.  

 

 The Maximum search duration is 24 hours.  

3. Click Search . 

Related Operations 

Click Export , select the file type and export the statistical data in the form of an image or Excel.  

Heat Map  

Search for and view heat map  reports for a specified channel, with the option to export the heat 

map  report.  

Process 

1. Go to Search  > Smart Report  > Heat Map . 

2. Select the channel, set the time range, then click Search . 

Related Operations 

Click Export , select the file type and export the statistical data in the form of an image or Excel.  

Metadata Report  

Search for video metadata reports within the specified channel and time period, and optionally 

export the video metadata reports.  

Background Information  

ǒ Data follows the principle of comprehensive coverage; it is recommended to back up in a timely 

manner as needed.  

ǒ When the device is restored to factory settings, all data will be erased except for the data on 

external storage media. Data on external storage media can be deleted through methods such 

as formatting.  

Process 

1. Go to Search  > Smart Report  > Metadata . 

2. Select the channel, direction and report type, set time range, and then click Search . 

Related Operations 

Click Export , select the file type and export the statistical data in the form of an image or Excel.  
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Camera  

You can configure camera registration, image attributes, overlay information, video parameters 

and other settings of the cameras connected to the device.  

Camera Registration  

Adding Remote Devices  

Add remote devices to the Network Video Recorder (NVR) to receive, store, and manage the video 

streams from remote devices.  

 
Before adding a remote device, please ensure that the device has completed initialization.  

Adding Remote Devices from Search  

Background Information  

Search for remote devices on the same network as the NVR, and then add the remote devices from 

the search results  

 

We recommend using this method when you do not know the specific IP address of the remote 

device. 

Process 

1. Go to Camera  > Camera Registration  > Camera Registration . 

Remote devices  

 

2. Click Search Device . 

3. Select one or more remote devices from the search results, then click Add in batches . 

You can view the added devices in Device Added  list.  

Related Operations 

You can click  under Change IP  to change IP addresses.  

ǒ DHCP: No need to enter the IP address, subnet mask, and default gateway. The device will 

automatically assign an IP address to the camera.  

ǒ Static : Need to enter IP address, subnet mask, and default gateway.  

 

When you change the IP addresses of multiple devices simultaneously, please enter an incremental 

value. The system can automatically assign IP addresses by adding the fourth decimal digit of the IP 

address one by one.  

If an IP conflict occurs when changing the static IP address, the system will notify you of the issue. If 

you change the IP addresses in bulk, the system will automatically skip the conflicting IPs and start 

assigning based on the incremental value.  

Adding Remote Devices Manually  

Background Information  

Manually configure the IP address, username, password, and other information of the remote 
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device to add the device.  

 

We recommend using this method when you only want to add a small number of remote devices 

and know their IP addresses, usernames, and passwords.  

Process 

1. Go to Camera  > Camera Registration  > Camera Registration . 

2. Click  to add manually.  

Manually add  

 

3. Configure parameters.  

Parameters of manual add  

Parameter  Description  

Channel  Assign a channel to the remote device.  

Manufacturer  Select the manufacturer of the remote device.  

IP Address Enter the IP address of the remote device.  

HTTP Port Enter the HTTP port of the remote device.  

Username  
Enter the username and password of the remote device.  

Password 

Total Channels  
Click Connect  to obtain the total number of channels for 

the remote device.  

Remote Channel No.  
Select one or more remote channels you wish to connect 

to.  

Parameter  Description  

Decoding strategy  
Select a decoding strategy from Real-time , Regular , and 

Smooth . 

4. Click OK. 

Related Operations 

ǒ Click  under Edit  to modify information of the device.  

ǒ Click  to delete the added device.  

ǒ Click Edit Adding PW  to reset the camera login password.  

Importing Remote Devices  

Precondition 

Connect a USB storage device to the NVR.  

Background Information  

 

You can import remote devices in batches. We recommend this method when you want to add lots 

of remote devices whose IP addresses, usernames and passwords are not the same.  

Process 

1. Go to Camera  > Camera Registration  > Camera Registration . 

2. Click  to export the template.  

 

When exporting the template, you need to disable backup encryption.  

3. Complete the template.  

4. Click  to import the template.  

5. Click OK. 

Camera Upgrade  

Go to Camera  > Camera Registration  > Camera Update  to update the remote devices.  
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Camera upgrade  

 

ǒ Local update.  

1. Connect a USB storage device containing the update file to the NVR.  

2. Select one or more remote devices.  

3. Click Local Update . 

4. Select the update file to start updating.  

ǒ Online update.  

1. Select the available new version of the remote device.  

2. Click Online Upgrade  

 

You can filter remote devices by the list of Device Category . 

 

Check PoE Status  

Go to Camera  > PoE to check the PoE ports status.  

You can select Signal Enhancement Mode  from On  or Close . 

Figure 8-4 PoE 

 

 

Switch Operation Mode  

After setting Switch Operation Mode , when the IPC connects to the PoE port, the system will 

automatically assign an IP address to the IPC based on the defined IP segment, and the device will 

automatically connect to the IPC.  

Precondition 

ǒ Only models with PoE ports support this function.  

ǒ Please do not connect the PoE port to the switch, as this will result in a connection failure.  

ǒ This function is enabled by default. We recommend to use the default setting.  

ǒ When connecting to a third -party IPC, please ensure that the IPC supports the ONVIF protocol 

and has DHCP enabled.  

Process 

1. Go to Camera  > PoE. 

Operating mode  

 

2. Select Route  or Bridge  in Mode  as needed.  

Route is the default mode.  

3. Configure IP address, subnet mask, and default gateway.  

You cannot configure these parameters in the bridge mode.  

 

Please do not set the IP address to the same network segment as the device. We 

recommend using the default settings.  

4. Click Apply . 

Image Attributes  

Process 

1. Go to Camera  > Image Attributes . 
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Parameters may vary depending on the selected channel; please refer to the actual page 

for operational information.  

Image attributes  

 

2. Select a channel and configure the parameters.  

Parameters of image attributes  

Parameter  Description  

Brightness  The larger the value, the clearer the image.  

Contrast  
The larger the value, the more pronounced the contrast 

between the bright areas and the dark areas.  

Saturation  The bigger the value, the more intense the color.  

Sharpness The bigger the value, the more obvious the image edge.  

Gamma 

Change the image brightness and improve the image dynamic 

range in a nonlinear manner. The higher the value, the 

brighter the image; the lower the value, the darker the image.  

Mirror Image  

Select Enable  to switch the left and right side of the video 

image.  

 

This feature is only available on certain models.  

 

Image Rotation  Set the video display orientation.  

Parameter  Description  

3D Noise Reduction  

Processing multi -frame images (no less than 2 frames) to 

reduce noise by utilizing the frame information between the 

previous and subsequent frames  

Backlight Mode  

ǒ Close : Disable backlight mode.  

ǒ Backlight Compensation : Enables the camera to clearly 

capture the image of the target's dark areas when 

shooting against the light.  

White Balance Mode  

Enable white balance to ensure accurate color representation 

in the image. This feature will alter the overall tone of the 

image.  

 

White balance modes may vary depending on the camera.  

 

Color or  B&W Mode  

Switches the video image between the color mode and the 

black & white mode.  

ǒ Automatic : The camera outputs color images or black and 

white images based on environmental conditions.  

ǒ Full Color : The camera outputs only color images.  

ǒ Black & White : The camera outputs only black and white 

images. 

3. Click Apply . 

Smart Light  

This section introduces the configuration of smart light.  

Process 

1. Go to Camera  > Smart Light . 

 

This function is only available when the selected camera equipped with smart light.  

2. Select the camera channel and click  to enable the function.  

3. Select mode.  

ǒ Steady: You can set the light mode from Keep  Lighting  and Flicker . For Flicker  mode, 

you can adjust the flicker speed from Low , Medium  and High . 

ǒ Wave: The light mode is fixed as Flicker , you can adjust the flicker speed from Low , 

Medium  and High . 

ǒ Event: The smart light is keep  lighting with blue color by default. When the AI event is 

triggered, the light will flicker with red color.  
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4. Click Schedule  to set smart light schedule. You can set 6 periods at most for each day of a 

week. Click OK to save the schedule.  

5. Click  to select the day of a week. Set the light color, light brightness and light mode of 

each period.  

6. (Optional) After finish settings of the day, you can click check box to copy the same 

settings to other days.  

7. Click Apply . 

Video Overlay  

Configure the overlay information on the live view page.  

Process 

1. Go to Camera  > Video Overlay . 

Overlay 

 

2. Select a channel and configure the overlay information.  

ǒ Time Title : Select the checkbox, then configure the time format.  

ǒ Channel Title : Select the checkbox, then configure the channel name.  

 

3. Click Apply . 

Privacy Masking  

You can mask certain areas of the image to protect privacy.  

Process 

1. Go to Camera  > Privacy Masking . 

Privacy masking  

 

2. Select a channel, then configure the masking.  

1. Click  to enable privacy masking.  

2. Click 1, 2, 3 or 4 to add a mask blocks to the image.  

 

A maximum of 4 mask blocks can be added to each channel.  

3. Adjust the position and size of the masking block.  

3. Click Apply . 

Video Parameters  

Background Information  

Configure video encoding settings based on the actual bandwidth.  

Process 

1. Go to Camera  > Video Parameters . 
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Video parameters  

 

2. Configure the parameters.  

Video settings  

Parameter  Description  

Channel  Select a channel that you want to configure settings for.  

Coding Strategy  The parameter is set to Standard  by default.  

Record Type The parameter is set to Continuous  by default.  

Encoding Mode  

ǒ H.265 (recommended): Main profile encoding. This 

format is recommended for use.  

ǒ H.264B: Baseline profile encoding.  

ǒ H.264: General profile encoding.  

ǒ H.264H: High profile encoding. Low bit stream with 

high definition.  

ǒ MJPEG: In this format, images require a higher bitrate 

value to ensure clarity.  

Parameter  Description  

Resolution  

Select the video resolution.  

 

The maximum available resolution may vary by model.  

 

Frame Rate (FPS) 

Configure the frame rate of the video. The higher the 

value, the clearer and smoother the image. The frame 

rate will vary with changes in resolution.  

Bitrate Type  

ǒ CBR (Constant Bitrate): The bit rate varies slightly 

around a defined value. When the monitored 

environment is expected to have only minor changes, 

we recommend selecting constant flow.  

ǒ VBR (Variable Bitrate): The bit rate varies with 

changes in the monitored scene. When significant 

changes in the monitoring environment are 

anticipated, please select variable streaming.  

Image Quality  

The larger the value, the better the image quality.  

 

This parameter is available when the Bitrate Type  is 

VBR. 

 

Bit Rate (Kb/S) 

ǒ Main stream: The higher the bitrate, the better the 

image quality.  

ǒ Sub stream: For constant flow, the bit rate varies 

around the defined value; for variable flow, the bit 

rate changes with the image, but the maximum value 

remains close to the defined value.  

Audio Encoding  Select an audio encoding format.  

Sampling Rate 
Set the number of times to sample sound per second. 

The larger the value, the more natural the sound.  

3. Click Apply . 

Basic Event  

You can configure alarms for events such as motion detection, scene changing, and video 
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tampering.  

Motion Detection Alarms  

When a moving object appears and reaches the set sensitivity threshold at a sufficiently fast speed, 

the alarm will be triggered.  

Process 

1. Go to Camera  > Basic Event  > Motion Detection . 

Motion detection  

 

2. Select a channel, then click  next to Enable  to enable motion detection.  

3. Click Settings  next to Region  to configure the detection area.  

1. Point to the middle top of the page.  

Detection region  

 

 

2. Configure the parameters.  

ǒ Name : Enter a name to identify this area.  

ǒ Sensitivity : Configure the sensitivity for motion detection. The higher the value, the 

greater the likelihood of triggering an alarm, but the false alarm rate will also 

increase. We recommend using the default settings.  

ǒ Threshold : An alarm will be triggered when the percentage of detected targets in 

the detection area reaches or exceeds the defined threshold.  

 

You can set up to 4 detection regions. When motion is detected in any one of the 4 

regions, the corresponding channel will trigger an alarm.  

4. Select the checkbox next to MD2.0 , set the sensitivity, and then select the valid target from 

Human  or Vehicle . 

The higher the sensitivity, the easier it is to trigger the alarm.  

 

When the MD2.0 function is enabled, it can only detect human or vehicles, and then 

trigger an alarm.  

5. Configure the alarm linkage parameters.  

 

The alarm linkage parameters may vary based on different event type.  

Alarm settings  

Parameter  Description  

Arming Period  Click Settings  to set the arming period for motion detection.  
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Parameter  Description  

Alarm Output  

Click Settings  next to Alarm Output , click  to enable the 

local alarm, then select alarm output port as needed.  

 

Ensure that the alarm status of the alarm output port is configured. 

For more details, refer to "Alarm Output" . 

 

PTZ Linkage 

Select the checkbox, then click Settings  to configure PTZ linkage.  

 

Ensure that PTZ control is configured. For more details, refer to 

"PTZ". 

 

Recording 

Channel  

Select one or more channels for recording.  

 

Ensure that the recording schedule and recording mode are 

configured in Storage  > Recording Plan . 

 

Beep The device emits a beep when an alarm occurs.  

Pop-up Alert  Enable screen prompts for detected motion.  

Remote Voice Click Setting  next to Remote Voice  to configure the remote voice.  

IP Speaker 

Select the checkbox and then click Settings  to bind an IP speaker 

with the camera.  

 

Ensure that the IP speaker device has been added. For more 

details, refer to "IP Speaker Settings". 

 

Event Interval  
Configure the time period from the end of motion detection to the 

end of the alarm linkage action.  

Alarm Delay  
When an alarm delay is configured, the alarm will continue for an 

extended period after it ends.  

Recording Delay  
Configure the duration for which the device continues to record 

after the alarm has ended.  

Parameter  Description  

Local Audio  

Enable the local audio function. You can choose a local audio as 

alarm sound.  

 

Ensure that you have uploaded local audio files. For more details, 

refer to "Uploading Audio File" . 

 

Send Email 

Enable the system to send emails to notify you of an alarm event.  

 

ǒ This feature is only available on certain models.  

ǒ Ensure that the email function is configured in System  > 

Network  > Basic  > Email . 

 

 

Picture Storage  

When an alarm occurs, the system will take a snapshot of the 

selected channel and store it on the device.  

 

Ensure that the snapshot schedule and snapshot mode are 

configured. For more details, refer to "Recording Plan" . 

 

Remote 

Warning Light  

Click Setting  next to Remote Warning Light  to configure the 

remote voice.  

Automatic 

Tracking 

The tracking action is automatically triggered by tripwire or 

intrusion alarms according to the pre -defined rules.  

 

Make sure you have added the device that supports the function in 

Camera  > Camera Registration . 

 

Tracking 

Duration  

The default tracking duration is set at 15minutes.  

 

Make sure you have added the device that supports automatic 

tracking function.  

 

6. Click Setting  next to Remote Voice  to configure the remote voice.  

1. Click Add , and the page displays all channels that have successfully connected and 

support the remote voice configuration.  
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If a certain channel is selected in Remote Voice  and that channel supports remote 

voice configuration, the remote voice configuration for that channel will be displayed 

by default, and you will not be able to delete or reset the playback count.  

2. Select the voice file from the File Name  drop -down list.  

3. Configure Play Count . It supports a maximum of 10 times.  

4. Click Copy  to copy the current channel's remote voice configuration to other channels.  

5. Click  to delete a channel. Select multiple channels, and then click Delete in 

batches  to delete multiple channels.  

Set the remote voice  

 

 

If multiple channels of remote voice settings have been configured, multiple channels 

can link to the corresponding voice configuration when an alarm event is triggered.  

7. Click Setting  next to Remote Warning Light  to configure the remote voice.  

1. Click Add , and the page will display all channels that have been successfully connected 

and support remote warning light configuration.  

 

If a certain channel is selected in Object Monitoring  and that channel supports remote 

warning light configuration, the remote warning light configuration for that channel will 

be displayed by default and cannot be deleted.  

a. Select Mode  and Flicker Frequency  of the remote warning light.  

b. Configure Stay Time . It supports a maximum of 30 seconds.  

c. Click Copy  to copy the remote warning light configuration of the current channel to 

other channels.  

d. Click  to delete a channel. Select multiple channels, and then click Delete in 

Batches  to delete multiple channels.  

Set the remote warning light  

 

2. Select the channel to add the remote warning light, and then click OK. 

If the configuration of remote warning lights for multiple channels has been completed, 

when an alarm event is triggered, multiple channels can link to the corresponding 

remote warning lights.  

8. Click Apply . 

Video Tampering Alarms  

Video tampering occurs when the camera lens is obstructed, or when the video displays a single 

color due to sunlight conditions or other reasons. You can configure alerts for this situation.  

Process 

1. Go to Camera  > Basic Event  > Video Tampering . 
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Video tampering  

 

2. Select a channel, then click  to enable video tampering.  

3. Configure other parameters. For more details, refer to "Alarm settings" . 

4. Click Apply . 

Scene Changing Alarms  

When the system detects a change in the scene, it will trigger an alarm.  

Process 

1. Go to System  > Events  > Video Detection  > Scene Changing . 

Scene changing 

 

2. Select a channel and then click  to enable alarm for scene change.  

3. Configure alarm linkage parameters. For more details, refer to "Alarm settings" . 

4. Click Apply . 

Camera Offline  

When the camera is offline, an alarm will be triggered.  

Process 

1. Go to Camera  > Basic Event  > Camera Offline . 
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Camera Offline  

 

2. Select a channel, then click  to enable alarm for camera offline.  

3. Configure alarm linkage parameters. For more details, refer to "Alarm settings" . 

4. Click Apply . 

Camera External Alarm  

When the external alarm device of the camera is triggered, the alarm signal will be transmitted to 

the device, and then the system will execute the alarm linkage operation.  

Process 

1. Go to Camera  > Basic Event  > Camera External Alarm . 

Camera external alarm  

 

2. Select a channel, then enter the alarm name.  

3. Click  to enable the alarm.  

4. Select the device category from Always Closed  and Always Open . 

5. Configure alarm linkage parameters. For more details, refer to "Alarm settings" . 

6. Click Apply . 

Audio Detection  

The system trigger s an alarm once it detects the audio is not clear, the tone color has changed or 

there is abnormal or audio volume change.  

Process 

1. Go to Camera  > Basic Event  > Audio Detection . 
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Audio detection  

 

2. Select a channel, then click  to enable detection of audio exception and intensity 

change. 

ǒ Audio Exception:  When there is an audio input anomaly, the system will generate an 

alarm.  

ǒ Abrupt Change:  Set sensitivity and threshold. An alarm will be triggered when the 

change in sound intensity exceeds the defined threshold.  

3. Configure alarm linkage parameters. For more details, refer to "Alarm settings" . 

4. Click Apply . 

Configuring AI Event  

Intelligent Mode  

Camera AI Mode  

To use face detection, VCA and other smart functions supported by the smart network cameras, 

you need to enable the corresponding intelligent mode.  

Process 

1. Go to Camera  > AI Event  > Intelligent Mode > Camera AI  Mode . 

2. Select a channel.  

 

The available smart functions vary by camera.  

VCA option 

 

3. Click the checkbox next to the corresponding smart mode to enable it.  

 

If the channel is connected to a PTZ camera, you can set smart functions for each preset 

point individually.  

4. Click Apply . 

Recorder AI Mode  

Process 

1. Go to Camera  > AI Event  > Intelligent Mode > Recorder AI  Mode . 

2. Select the mode . 

Select Mode  

 

ǒ X Search: Enable the  X Search  Mode . you can use the X Search functi on to accurately 

search for and  view targets during live view and playback.  
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If you enabled the X Search function, the incoming bandwidth will drop  to 236Mbps , and 

AI by recorder function will not available . 

3. In the pop -up window, click OK. 

Face Detection  

Configure the alarm rules for face detection. An alarm will be triggered when a face is detected 

within the detection area.  

Process 

1. Go to Camera  > AI Event  > Face Detection . 

Face detection  

 

2. Select a channel, then click  to enable the face detection.  

3. Click Settings  next to Rules  to draw the minimum or maximum size to filter the target.  

When the detected target size is between the maximum size and the minimum size, the 

system will trigger an alarm.  

4. Click Settings  next to Arming Period  to configure the arming period.  

The arming period is highlighted. You can configure the period in 2 ways.  

ǒ Drag along the timeline to define the time period. You can click on the orange section 

to remove the time period  

Arming period (1)  

 

 

ǒ Click  to define the arming period for each day within a week.  

 You can set up to 6 time slots for each day.  

 Under Copy to , select All  to apply the settings to all the days of the week, or select 

specific days to which you wish to apply the settings.  

Arming period (2)  

 

5. Configure the alarm linkage. For more details, refer to "Alarm settings" . 

6. Click Apply . 
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Face Recognition  

Configure facial recognition alarm rules. Set up facial recognition alarm linkage, which compares 

detected facial images with those in the database. When the comparison results meet the 

predefined alarm criteria, the system will execute the alarm linkage o peration.  

Background Information  

The system will compare the detected faces with the faces in the database to determine whether 

the detected faces belong to the database. An alarm will be triggered when the similarity reaches 

the defined threshold.  

Process 

1. Go to Camera  > AI Event  > Face Recognition . 

2. Select Smart Camera Function  or Smart Recorder Function . 

3. Enable the function.  

 

ǒ When you configure face database with Smart Camera Function, if there is no available 

face database, please refer to "Face Database" 

ǒ When you configure face database with Smart Recorder Function, if there is no 

available face database, please refer to "Face Database" 

ǒ Select Smart Camera Function . 

1. Enable Face Enhancement . 

2. Configure the face similarity.  

3. Click  in the operation list to enable the database.  

ǒ Select Smart Recorder Function . 

1. Click Settings  behind Arm Face Database  to add database.  

2. Click  to configure the face similarity.  

3. Click  in the operation list to enable the database.  

4. Configure the alarm schedule. Click Settings  behind Arming Period  to set the period.  

The arming period is highlighted. You can configure the period in 2 ways.  

ǒ Drag on the time line to define the period. You can click on the orange section to 

remove the time period.  

Arming period (1)  

 

 

ǒ Click  to define the arming period for each day in a week.  

 There are six periods for you to set for each day.  

 Under Copy to , select All  to apply the settings to all the days of the week, or choose 

specific days to which you wish to apply the settings.  

Arming period (2)  

 

5. Set alarm linkage actions. For more details, refer to "Alarm settings" . 

6. Click Apply . 
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Face Database  

Local Face Database  

The created face database exists only on the local device and is used for facial comparison through 

the smart recording function.  

Process 

1. Go to Camera  > AI Event  > Face Database . 

Face database (local) 

 

2. Select Local , then click . 

Create the face database (passerby database)  

 

3. Select the face database type, set the parameters, then click OK. 

Passerby database parameters  

Parameter  Description  

Name Enter a name for the passerby database.  

Number of 

Images 

The number of images that can be included in the configuration 

database.  

Full storage  

Select the storage strategy when the storage is full.  

ǒ Stop: Unable to add more images.  

ǒ Cover: The latest image overlays the oldest image. Backup the 

old image as needed.  

Parameter  Description  

Time of 

Deduplication  

Set the time period for the system to remove duplicate facial 

images from the database.  

Related Operations 

ǒ Add face images.  

Click  to go to the face database page and manage the face images in the database.  

ǒ Edit registration information.  

Click  to modify the registration information.  

ǒ Face database configuration.  

When performing face comparison with the linked face database, the face database can be 

configured.  

ǒ Delete the face database.  

Select one or more face images, and then click Delete . 

Remote Face Database  

The Device can get face databases from the remote devices, and also allows creating face 

databases for remote devices. The remote device face database is suitable for face recognition 

smart camera function.  

Process 

1. Select Camera  > AI Event  > Face Database . 

2. Select Remote , then click . 

3. Enter database name.  

4. Click OK. 

Related Operations 

ǒ Add face images.  

Click  to enter the face database page and manage the face images in the database.  

ǒ Edit registration information.  

Click  to modify the registration information.  

ǒ Face database configuration.  

When you conduct face comparison with the linked face database, the face database can be 

configured.  

ǒ Delete the face database.  

Select one or more face images, and then click Delete . 
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Adding Images to Face Database  

Register Face Image on by one  

You can add one face image to the database. This is for situations where there are fewer registered 

face images. 

1. Go to Camera  > AI Event  > Face Database . 

2. Click  of the database that you want to configure.  

Database details  

 

3. Click Personnel Registration . 

Personnel Registration  

 

4. Click  to add a face image.  

5. Select a face image and enter the registration information.  

6. Click OK, and the system will prompt that the registration was successful.  

7. On the Details  page, click Search . The system will  prompt modeling is successful.  

Register in Batches  

The system supports batch addition if you wish to import multiple face images simultaneously.  

1. Go to Camera  > AI Event  > Face Database . 

2. Click  of the database you wish to configure.  

3. Click Register in Batches . 

Register in Batches  

 

4. Click  or  to import face images.  

5. Click OK. 

VCA 

Configure VCA alarm rules. An alarm will be triggered when the system detects a certain behavior.  

Background Information  

VCA functions  

Function  Description  Scene 

Line Crossing When the target crosses the 

warning line from the defined 

direction of movement, the 

alarm is triggered, and the 

system subsequently 

executes the configured 

alarm linkage.  

Scenes with sparse targets and no 

occlusion among targets, such as 

the perimeter protection of 

unattended area.  
Intrusion  

Abandoned 

Object  

When an object is abandoned 

in the detection area for 

longer than the configured 

time, the system will trigger 

an alarm and execute the 

configured alarm linkage.  

The targets in the scene are 

sparse, and there are no obvious 

and frequent changes in lighting. 

It is recommended to use simple 

scenes within the detection area.  
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Function  Description  Scene 

Missing Object  

When an object is removed 

from the detection area 

within the defined time, the 

system will trigger an alarm 

and execute the configured 

alarm linkage.  

ǒ In scenarios with dense 

targets, frequent obstructions, 

and crowd congestion, the 

likelihood of missed alarms 

may increase.  

ǒ In scenarios with complex 

foregrounds and backgrounds, 

false alarms may be triggered 

due to abandoned or missing 

objects.  

Parking 

Detection  

When the target stays over 

the configured time, an alarm 

is triggered, and then the 

system performs configured 

alarm linkages.  

Road monitoring and traffic 

management.  

Aggregate 

Detection  

When a crowd gathers or the 

crowd density is high, an 

alarm will be triggered, and 

the system will execute the 

configured alarm linkage.  

Medium or long -distance scenes, 

such as outdoor squares, 

government entrances, and 

station entrances and exits. Not 

suitable for short -distance 

perspective analysis.  

Loitering 

Detection  

When the target loiters over 

the shortest alarm time, the 

system will trigger an alarm 

and then execute the 

configured alarm linkage. 

After the alarm is triggered, if 

the target remains in the area 

within the alarm time 

interval, the alarm will be 

triggere d again. 

Scenes such as park and hall.  

In this section, crossing the line and intrusion behavior are presented as examples of configuring 

VCA rules. 

Process 

1. Go to Camera  > AI Event  > VCA. 

VCA 

 

2. Select a channel, then click Add  to add a rule.  

3. Select the Enable  checkbox.  

1. In the Type  column, select Line crossing and intrusion . 

2. Click . 

Line crossing and intrusion  

 

 

3. Configure the related parameters.  

Line crossing and intrusion parameters  

Parameter  Description  

Name Rule name. 

Draw Target  

Click  to draw the minimum or maximum size to filter 

the target.  

The system only triggers an alarm when the detected target 

size is between the maximum size and the minimum size.  
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Parameter  Description  

Draw Rule 
Drag to draw a line. The line can be a straight line, a 

polyline, or a polygon.  

Sensitivity  

You can set the sensitivity for alarm.  

The higher the value, the easier it is to detect fast -moving 

objects, but at the same time, the false positive rate also 

increases. 

Direction  Select a line direction, including A ʐB, BʐA and AźB. 

Target Filtering  Click  and select valid target.  

Human  and Vehicle  are selected by default.  Valid Target  

 

4. Click OK. 

4. Click Settings  next to Arming Period  to configure the arming period.  

The arming period is highlighted. You can choose 2 ways to configure the period.  

ǒ Drag along the timeline to define the time period. You can click on the orange section 

to remove the time period.  

Arming period (1)  

 

 

ǒ Click  to define the arming period for each day of the week.  

 You can set up to 6 periods for each day.  

 Under Copy to , select All  to apply the settings to all the days of the week, or choose 

specific days on which you wish to apply the settings.  

Arming period (2)  

 

5. Configure the alarm linkage. For more details, refer to "Alarm settings" . 

6. Click Apply . 

E Tracking  

The function can simultaneously zoom in and track multiple persons and vehicles that trigger 

alarms. It provides both rich detail and a panoramic view.  

Process 

1. Go to Camera  > AI Event  > E-Tracking . 

 

You can configure E-Tracking only when the camera supports the function.  

2. Configure the parameters.  
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E-Tracking 

 

E Tracking parameters description  

Parameter  Description  

Channel  Select the channel.  

Display Mode  
Select the number of tracking channels. Full screen, 1+1, and 

1+3 modes are available, and full screen is default.  

Linkage Track 
After enabling Linkage Track , intelligent events will be tracked. 

By default, this function is disabled.  

Tracking Duration  

ǒ Custom: Manually select the tracking duration. For example, 

if you set it from 30 seconds to 60 seconds, after tracking 

object A for 30 seconds, if object B appears, the camera will 

start tracking object B; if no other objects appear during the 

tracking of  object A, the camera will stop tracking object A 

after 60 seconds  

ǒ Continue till object disappears: When the detected object 

disappears from the image, the camera will stop tracking.  

3. Click Apply . 

Metadata Setting  

When a metadata alarm is triggered, the system will link the corresponding camera to record video 

and logs, and take snapshots. Video metadata does not support other alert linkage operations.  

Process 

1. Go to Camera  > AI Event  > Metadata Setting . 

Metadata setting  

 

2. Select a channel, and then click Add . 

Click  to delete the rule.  

3. Select the Enable  checkbox, and then set Type  to Person  or Motor Vehicle . 

4. Draw detection rules.  

1. Click  and draw a detection area. Right -click the image to finish drawing.  

Person detection  

 

2. Enter the rule name.  

3. Click  to draw the minimum or maximum size to filter the target.  

The system will trigger an alarm only when the size of detected target is between the 

maximum and the minimum size.  

4. Select the related preset point.  

5. Click OK. 

5. Click Apply . 
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People Counting  

The system counts the number of people entering and exiting the detection area. An alarm will be 

triggered when the number of people entering, exiting, or remaining exceeds the threshold.  

Process 

1. Go to Camera  > AI Event  > People Counting . 

People counting  

 

2. Select a channel and click Add . 

3. Select the Enable  checkbox, then set Type  to People Counting . 

4. Set people counting rule.  

1)  Click  to draw people counting rule. Right -click the image to finish drawing.  

People counting rule  

 

2)  Set the rule name and preset point, then select direction.  

3)  Click OK. 

5. Click  under Parameters  and configure the parameters.  

Configure parameters  

 

People counting parameters  

Parameter  Description  

Number of 

Entries 

When the number of people entering the detection area exceeds 

the set threshold, the alarm will be triggered.  

Number of 

People (Exit) 

When the number of people leaving the detection area exceeds 

the set threshold, an alarm will be triggered  

Number of Stays  
When the number of people remaining in the detection area 

exceeds the set threshold, an alarm will be triggered.  

6. Click Settings  next to Arming Period  to configure the arming period.  

The arming period is highlighted. You can choose 2 ways to configure the period.  

ǒ Drag on the time line to define the period. You can click on the blue section to remove 

the time period.  

Arming period (1)  

 

 

ǒ Click  to define the arming period for each day of the week.  

 You can set up to 6 periods for each day.  

 Under Copy to , select All  to apply the settings to all the days of the week, or choose 
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specific days to which you wish to apply the settings.  

Arming period (2)  

 

7. Configure the alarm linkage. For more details, refer to "Alarm settings" . 

8. Click Apply . 

Heat Map  

Heat map technology can monitor the distribution status of active objects within a specified area 

over a period of time and display it on the heat map using different colors.  

Process 

1. Go to Camera  > AI Event  > Heat Map . 

Heat map  

 

2. Click  to enable the function.  

3. Click Apply . 

Object Monitoring  

Process 

1. Go to Camera  > AI Event  > Object Monitoring . 

Object Monitoring  

 

2. Select a channel, then click Add . 

Click  to delete the rule.  

3. Select the Enable  checkbox, and then set Type  to Object Placement  or Object Fetch . 

4. Draw a detection rule.  

Draw a rule  

 

1)  Click , then draw a detection area. Right -click the image to finish drawing.  

2)  Click  to draw the minimum or maximum size to filter the target.  
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The system triggers an alarm only when the detected target size is between the 

maximum size and the minimum size.  

 

Click  to delete the draw rule.  

3)  Set the rule name and minimum duration.  

4)  Select the checkbox next to Luggage/Bag/Box  to confirm the valid target.  

5)  Click OK. 

5. Click Settings  next to Arming Period  to configure the arming period.  

The arming period is highlighted. You can choose 2 ways to configure the period.  

ǒ Drag on the time line to define the period. Click on the blue section to remove the time 

period.  

Arming period (1)  

 

 

ǒ Click  to define the arming period for each day of the week.  

 You can set up to  6 periods for each day.  

 Under Copy to , select All  to apply the settings to all the days of the week, or choose 

specific days to which you wish to apply the settings.  

Arming period (2)  

 

6. Configure the alarm linkage. For more details, refer to "Alarm settings" . 

7. Click Apply . 

LPR 

Configure LPR alarm rules. An alarm will be triggered when the system detects a specific license 

plate.  

Process 

1. Go to Camera  > AI Event  > LPR. 

2. Select a channel, click  to enable LPR, and then select the target type from Allow 

List , Block List , or Standard . 

3. Click Settings  next to Arming Period  to configure the arming period.  

The arming period is highlighted. You can select 2 ways to configure the period.  

ǒ Drag on the time line to define  the period. Click the blue section to remove the time 

period.  
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Arming period (1)  

 

 

ǒ Click  to define the arming period for each day of the week.  

 You can set up to 6 periods for each day.  

 Under Copy to , select All  to apply the settings to all the days of the week, or choose 

specific days to which you wish to apply the settings  

Arming period (2)  

 

4. Configure the alarm linkage. For more details, refer to "Alarm settings" . 

5. Click Apply . 

LPR Database Settings  

In order to facilitate vehicle management, you can add license plate numbers to the blacklist or 

whitelist. The system can compare the detected license plate information with the plates on the 

blacklist and whitelist, and then trigger the corresponding alarm linkage.  

Process 

1. Go to Camera  > AI Event  > LPR Database . 

LPR Database 

 

2. Click  to add manually.  

3. Set up license plate information such as plate number, driver name, select Block List  or 

Allow List , then set validity period.  

4. Click OK. 

Related Operations 

ǒ Search. 

Enter keywords for Plate  and Driver , select type and then click Search . 

ǒ Import and export plate information.  

 Import: Click , select the related file, then click Browse  to import the file.  

 Export: Click , select the local  storage path, then click Save. 

ǒ Delete plate information.  

 Delete: Select the plate number, then click . 

 Delete in batches: Select the plate numbers, and then click Delete All . 
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Storage  

Configure the recording plan, recording mode, storage strategy and other storage related 

information.  

Recording Plan  

Configure the recording plans. This part takes video recording as an example. This section uses 

video recording as an example, with snapshot schedules being configured similarly.  

Process 

1. Go to Storage  > Recording Plan . 

Video recording  

 

2. Configure recording settings.  

Video recording parameters  

Parameter  Description  

Channel  Select a channel to record videos.  

Parameter  Description  

Prerecord  Set the record duration before the event occurs.  

Redundancy  

Enable redundancy for the channel. If two or more hard 

drives are installed on the device, you can designate one of 

them as a redundant drive to back up recorded files.  

ǒ If the selected channel is not currently recording, the 

redundancy feature will take effect during the next 

recording session, regardless of whether the checkbox 

is selected. 

ǒ If the selected channel is currently recording, the 

ongoing recording will be packaged, and the device will 

then commence recording according to the new 

schedule.  

 

ǒ This feature is only available on select models.  

ǒ The redundant hard drive only backs up videos, not 

snapshots.  

 

Automatic network 

replenishment (ANR)  

Set the ANR (auto network resume) function.  

ǒ When the connection between the NVR and IPC fails, 

the IPC will continue recording. Once the network is 

restored, the NVR can download the recorded files 

even while disconnected from the IPC. This is 

implemented to help prevent data loss from currently 

connected IPC channels.  

ǒ Set a maximum recording upload period. If the offline 

duration exceeds the specified period you set, the IPC 

will only upload recording files within the designated 

timeframe.  

 

Ensure the SD card is installed and enable the recording 

function on the IPC  

 

Event type  Select All Type  or Event Only . The default is All Type . 

Time Period  

Set a period during which the configured recording 

settings are active.  

ǒ Drag on the timeline to set the time period.  

ǒ You can also click  to set the period.  
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Parameter  Description  

Default  Restore the recording plan to default settings.  

Copy to  Copy the recording plan settings to other channels.  

3. Click Apply . 

Storage Strategy  

Configure storage strategy and manage hard disk drives.  

Process 

1. Go to Storage  > Disk Management . 

2. Configure the storage strategy.  

Disk management  

 

Disk management parameters  

Parameter  Description  

Disk Full 

Storage strategy to be used when no more storage space is 

available.  

ǒ Stop: Stop recording.  

ǒ Overwrite:  The latest document overrides the oldest 

document.  

Parameter  Description  

Auto -delete Expired Files  

Configuration allows the device to automatically delete 

expired content.  

ǒ If you do not wish to use this feature, please select 

Never . 

ǒ Select Custom , then configure the duration for which 

you wish to retain the old files.  

3. On the disk list, view the hard disk information and configure the hard disk type.  

ǒ Set hard disk type.  

In the Attributes  column, select Read-Write , Read-only  or Redundancy  to set the 

hard disk type.  

ǒ Format hard disk.  

Select a hard disk, then click Format , and then follow the on -screen prompt to format 

the hard disk.  

 

Formatting will erase all data on  the hard disk.  

 

Disk Group  

By default, the installed hard disk drives and the created RAID are located in Disk Group 1. You can 

configure the hard disk groups and set them up for main -stream, sub -stream, and snapshot 

operations.  

Process 

1. Go to Storage  > Disk Group  > Disk Group . 

Disk group  

 

2. Select the group for each hard disk drive, and then click Apply . 

After configuring hard disk drive group, under the Channel Group  tab, configure the 

settings to save main stream, sub stream and snapshot to different disk groups, and then 

click Apply . 














































































